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Our products

Standard reach-ins
Fitotron SGC 110, seven in one

humidification                                  
60 to 80%r.h.                      
optional

constant 
temperature

5 levels                   
-2 to 40°C

arabidopsis
A

4 levels               
-2 to 40°C   
+5 to 35°C

plant growth
P

up to 5 
levels -2 to 
40°C  +5 to 
35

insect 
incubation

up to 5 
levels -2 to 
40°C  +5 to 
35°C

tissue  
culture

4 levels                  
-2 to 40°C  
+5 to 35°C

Seed 
Germination

5 levels           
-2 to 40°C  
+5 to 35°C

Seed 
Storage

5 levels  
+4°C

w 1.420 mm                          
d   1.800 mm     
h 1.980 mm                              
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Our products

Standard reach-ins
Fitotron SGC 110, maximum of 432 W in 5 levels

1 level

620 µmol/m2s          
in 150mm

per level               
12 x 36W

growth height 
1.250mm

2 levels

290 µmol/m2s 
in 150 mm

per level                    
6 x 36W

growth height 
600mm  

3 levels

170 µmol/m2s 
in 150mm

per level                
4 x 36W

growth height 
400mm

4 levels

140 µmol/m2s 
in 150mm

per level                 
3 x 36W

growth height 
250mm

5 levels

100 µmol/m2s 
in 150mm

per level                
2 x 36W

growth height 
200mm

w 1.420 mm                          
d   1.800 mm     
h 1.980 mm                              
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Our products

Standard reach-ins
Fitotron VB models

VB 0714

w 0970mm                            
d 0750mm            
h 1.400mm  

VB 1014

w 1.270mm  
d 0.750mm            
h 1.400mm             

VB 1514

w 1.990mm                            
d 0.750mm                            
h 1.400mm

500 µmol/m2s 
in 500mm 
horizontal flow                              

05 to 45°C                                        
10 to 45°C                                 
40 to 95%r.h.                             
40 to 85%r.h.                     
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Our products

Standard reach-ins
Fitotron VB models

Unique modularity and retrofitability

Radiation modules
700 or 1.000 µmol/m2s in 500mm distance.  
Basic version equipped with 450 mmol/m2s in 200mm.

Height module
Extension of growth height by 500mm.

Air flow module
Vertical upward, with perforated floor                          
Basic version equipped, horizontal with airflow fiber.

Deep temperature module
-10 to 45°C without radiation.  
Basic version is 5 to 45°C without radiation.
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Our products

Fitotron SGR standard walk-ins                                                             
External dimensions, height 2,67m

SGR 231 
SGR 232 
SGR 233

SGR 211 
SGR 212 
SGR 213

SGR 121 
SGR 122 
SGR 123

SGR 111 
SGR 112 
SGR 113

SGR 221 
SGR 222 
SGR 223

15,9 
m2

11,9 
m2

6,09 
m2

7,97 
m2

3,98 
m2

Nomenclature of SGR (Standard Growth Room)                      
123means; 1 wide, 2 deep and 3 levels
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Our products

Fitotron VB stand walk-ins                                                             
External dimensions, height 2,495m

VB 12018VB 8018  VB 4018

Nomenclature VB (Vötsch Biology)                                                   
4018 means; 4,0 m2 growth area and 1,8 m growth 
height  
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Our products

Family of Fitotron walk-ins                                                             
Overview of most important parameters

Radiation

500 µmol/m2s 
with 1 level 
280 µmol/m2s  
with 2 levels      
180 µmol/m2s 
with 3 levels

Radiation

Modul 2                            
700 µmol/m2s 

Modul 3                            
1000 µmol/m2s Option
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Our products

Standard walk-ins
Fitotron VB models

Unique modularity and retrofitability

Radiation modules
450, 700 or 1.000 µmol/m2s in 500mm distance.  
Basic version equipped with 450 mmol/m2s in 200mm.

Height module
Extension of growth height by either 300mm or 600mm.

Air flow module
Horizontal, with airflow fiber.
Basic version vertical upwards via perforated floor.

Deep temperature module
-10 to 45°C without radiation.  
Basic version 5 to 45°C without radiation.
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